


HI TECH SE RIES HI-TECH 4-Roll Automatic Machines rapidly roll parts from
- start to finish at the single touch of a button.

4 ROLL AUTOMATIC Engineered for high-speed automatic rolling. Parts exit weld ready.

Create production cells with optional loaders, ejectors, cut to length
lines or CNC controls. Units can be built to a specific length, roller size
or automation level.

HI-TECH FEATURES HI-TECH OPTIONS
= High Speed Automated Cycle m. Loading / Eject Systems
= Hardened & Polished Rolls . CNC Control Upgrade
= Overhead Sheet Support ™. Custom Feed Tables
= Feed Squaring Arms (HT) = Custom Machines

HT PNEUMATIC 4-ROLL AUTO-CYCLE
MODEL  LENGTH CAPACITY ROLL@  SPEED

HT 5/60 20" 20 Ga 2.36" 18 fpm
HT10/60 39" 24 Ga 2.36" 18 fpm
HT13/60 51" 26 Ga 2.36" 18 fpm
HT 5/76 20" 18 Ga 3.00" 24 fpm
HT10/76 39" 22 Ga 3.00" 24 fpm
HT13/76 51" 24 Ga 3.00" 24 fpm
HT 5/86 20" 16 Ga 3.38" 26 fpm
= HT10/86 39" 20 Ga 3.38" 26 fpm
o HT 13/86 51" 22 Ga 3.38" 26 fpm
HT 15/86 60" 24 Ga 3.38" 26 fpm
HT 5/96 20" 14 Ga 3.77" 30 fpm
HT10/96 39" 16 Ga 3.77" 30 fpm

HTH with optional cNC, HT13/96 51" 20 Ga 3.77" 30 fpm
Loader / Ejector & Parts HT15/96 60" 22Ga  3.77" 30fpm
LR HT5/106 20" 13Ga 417" 32fpm
HT 10/106 39" 14Ga  4.17" 32fpm
. HT13/106 51" 16Ga  4.17" 32fpm
HTH with optional Data‘:l;grgi/r;la(t)eind s7ub8ject to chalg;se Ga aar 32 fpm

CNC, Ejector & Feed

s | Table HTH HYDRAULIC 4-ROLL AUTO-CYCLE NC
- z MODEL ~ LENGTH CAPACITY ROLL@ SPEED
HTH 10/130 39" 1Ga 51" 20fpm
HTH 15/130 60" 14Ga 51" 20fpm
HTH 20/130 78" 16Ga 5.1" 20fpm
HTH 10/150 39" 9Ga 59" 20fpm
HTH 15/150 60" 1Ga 59" 20fpm
HTH 20/150 78" 14Ga 59" 20fpm
HTH 10/170 39" 3/16"  6.7" 20 fom

[ HTH 15/170 60" 9 Ga 6.7" 20 fpm
: HTH 20/170 78" 12Ga 6.7" 20 fpm
HI_TECH 2 ROLL A ’ Data is Approximate and subject to change
v LR ’ =
AUTOMATIC , De-coiler, 2 MY HT-2 ROLL : ‘FLEXROLL”
- Straightener& Cut to", - 8 i FEATURES X gir;arggt?arRsOgSi%kly
- Lengt.h Shear 4 ; from 4.75" to 17"

= High Speed One Pass Rolling
= Quick Set-up and Adjustment
= Eliminates Flats at Seams

m Tight Tolerance Rolling regardless
of cutouts or perforations

= Can be fitted with Automatic Precision

. Pinch Pressure (44 Ve
Loader and Ejector Regulation &

using 28GA to 24GA
Material

HI-TECH 1§ |
2 ROLL /|, ' - = Many Sizes Available!

Automatic
S d d M d I v 9 Measurements in inches, all data are approximate, capacities based on mild steel max. Yield 36,000 psi. The
tandar odel - : manufacturer and Carell Corp. reserve the right to revise design, construction and specifications without prior notice.

TEL: (251) 937-0948
CORPORATION FAX: (251 ) 937-0957

FABRICATING MACHINERY sales@carellcorp.com

See these and our full line of profit EXLUSIVE NORTH AMERICAN DISTRIBUTORS
enhancing machines at our website: P.O. Box 850 - Stapleton, AL 36578-0850

www.carellcorp.com ...






